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300	
  AAC	
  BLACKOUT	
  BACKGROUND	
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This	
  system	
  was	
  developed	
  to	
  launch	
  30	
  caliber	
  projecDles	
  from	
  the	
  AR	
  plaForm	
  without	
  reducDon	
  in	
  magazine	
  capacity	
  and	
  is	
  
compaDble	
  with	
  the	
  standard	
  bolt.	
  With	
  subsonic	
  cartridges,	
  there	
  is	
  a	
  low	
  sound	
  signature,	
  and	
  the	
  development	
  of	
  125	
  grain	
  
full	
  speed	
  ammuniDon	
  matches	
  the	
  ballisDcs	
  of	
  7.62x39mm	
  AK.	
  In	
  fact,	
  from	
  a	
  10.5	
  inch	
  barrel,	
  there	
  is	
  as	
  much	
  muzzle	
  energy	
  as	
  
5.56mm	
  M855	
  from	
  a	
  16	
  inch	
  barrel.	
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PROJECT	
  OBJECTIVES	
  

	
  
• Create a reliable compact 30-cal solution for AR platform 
 
• Utilize existing inventory magazines while retaining their full capacity 

• Create the optimal platform for sound and flash suppressed fire 
 
• Create compatible full power ammo that matches 7.62x39 ballistics 
 
• Provide the ability to penetrate barriers with high-mass projectiles 
	
  
• Provide all capabilities in a lightweight, durable, low recoiling package 
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Caliber:	
  	
  9mm	
  	
   Caliber:	
  	
  4.6x30mm	
   Caliber:	
  	
  5.56x45mm	
   Caliber:	
  	
  7.62x35mm	
  
	
  

Accuracy	
  100-­‐300m	
  
WORST	
  

Accuracy	
  100-­‐300m	
  
BETTER	
  

Accuracy	
  100-­‐300m	
  
BETTER	
  

Accuracy	
  100-­‐300m	
  
BEST	
  
	
  

PenetraDon	
  
WORST	
  

PenetraDon	
  
BETTER	
  

PenetraDon	
  
BETTER	
  

PenetraDon	
  
BEST	
  
	
  

Terminal	
  Effects	
  
BETTER	
  

Terminal	
  Effects	
  
WORST	
  

Terminal	
  Effects	
  
BETTER	
  

Terminal	
  Effects	
  
BEST	
  
	
  

Mission	
  VersaDlity	
  
WORST	
  

Mission	
  VersaDlity	
  
BETTER	
  

Mission	
  VersaDlity	
  
BETTER	
  

Mission	
  VersaDlity	
  
BEST	
  
	
  

Suppression	
  
VERY	
  GOOD	
  

Suppression	
  
BETTER	
  

Suppression	
  
WORST	
  

Suppression	
  
VERY	
  GOOD	
  
	
  

MILITARY	
  HARDWARE	
  COMPARISON	
  

	
  	
  
	
  
Hk	
  MP-­‐5	
  SD	
  

	
  	
  
	
  

Hk	
  MP-­‐7A1	
  

	
  	
  
	
  
300	
  BLK	
  

	
  	
  
	
  
M4	
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WHY	
  NOT	
  7.62x39mm?	
  

7.62x39mm was eliminated from consideration 

 

•  Extreme Cartridge Taper 
–  Reduces reliability of feeding in AR Magazines 

–  Reduces Magazine capacity 

–  Exacerbates the AR Bolt’s weaknesses 
•  Cartridge taper induces considerably higher bolt thrust 

•  Requires a larger Bolt Face which reduces Bolt Locking Lug strength 

•  Limited Projectile Selection  
–  0.311” not a common option in most modern bullets 
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WHY	
  7.62x35mm?	
  

300 BLACKOUT (7.62x35mm) is better because: 
 
•  Standard 5.56mm Cartridge Taper 

–  AR Magazines were designed to feed this taper 
–  Maintains Magazine capacity 
–  Minimizes strain on AR Bolt’s weaknesses 

•  Cartridge taper maintains standard resistance to bolt thrust 
•  Utilizes a standard AR Bolt Face, to retain Bolt Locking Lug strength 
 

•  Wide Projectile Selection  
–  0.308” possibly the most popular center fire rifle bullet in history 
–  Wide Projectile Selection  
 

•  Proven Track Record 
–  Pioneering work by JD Jones with the 300 Whisper®, and others with 300 Fireball and 

300-221, have proven the concept. 
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Cartridge	
  Down	
  Select	
  

	
  	
   7.62 x 35 7.62 x 39 5.56 x 45 6.8mm SPC 

30 Cal Bullet Yes Yes No No 

Inventoried Magazines Yes No Yes No 

Standard Mag Capacity Yes No Yes No 

Standard M4 Bolt  Yes No Yes No 

Matches/Exceeds M4 Durability Yes No Yes Yes 

Sound as low/lower than MP5-SD Yes No No No 

Reduced Flash vs M4 Yes Yes No No 

Reduced Gassing of Shooter vs M4 Yes No No No 

Devastating Terminal Effects 9" Barrel Yes Yes No Yes 

Clear Winner Yes No No No 
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COMPARED	
  TO	
  MP5-­‐SD3	
  

Weight:	
  	
  
	
  MP5-­‐SD3	
  –	
  7.9	
  lbs.	
  	
  	
  
	
  300	
  BLK	
  PDW	
  –	
  7.0	
  lbs	
  (with	
  lower	
  +	
  CTR	
  stock	
  +	
  H2	
  buffer	
  +	
  762-­‐SDN-­‐6	
  suppressor,	
  but	
  no	
  magazine	
  or	
  sights).	
  
	
  	
   	
  	
   	
  	
   	
  	
   	
  	
   	
  	
   	
  5.9	
  lbs	
  without	
  suppressor.	
  

OAL:	
  	
  
	
  MP5-­‐SD3	
  –	
  26.4	
  /	
  31.7	
  inches	
  (stock	
  collapsed	
  /	
  stock	
  extended)	
  
	
  300	
  BLK	
  PDW	
  –	
  25.75	
  /	
  34.25	
  inches	
  (M4	
  stock	
  collapsed	
  and	
  no	
  can	
  /	
  CTR	
  stock	
  extended	
  with	
  can)	
  

Bullet	
  Weight	
  /	
  Velocity	
  
	
  MP5-­‐SD3	
  –	
  115	
  grain	
  bullet	
  at	
  900	
  fps.	
  
	
  300	
  BLK	
  PDW	
  –	
  220	
  grain	
  bullet	
  at	
  1000	
  fps.	
  

	
  
300	
  BLACKOUT	
  has	
  129%	
  more	
  energy	
  at	
  muzzle	
  and	
  even	
  more	
  down	
  range.	
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AMMO	
  SIZE	
  COMPARISON	
  

300 BLK 125 PT, 300 BLK 125, 300 BLK 220, 5.56mm, 7.62x39mm 
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7.62x28mm,	
  circa	
  1969,	
  was	
  a	
  predecessor	
  designed	
  for	
  the	
  Colt	
  
IMP	
  /	
  GUU-­‐4/P	
  Individual	
  MulD-­‐Purpose	
  Weapon	
  

Ancestor	
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Approved	
  by	
  SAAMI	
  in	
  
January	
  2011	
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9”	
  300	
  BLK	
  COMPARISON	
  TO	
  10”	
  5.56mm	
  AR	
  
	
  

Average Rate of Fire 
    Unsuppressed/Suppressed   % Increase when Suppressed 
 5.56mm            737/985     34% 
 300 BLK  Subsonic          746/780      5%  
 300 BLK  Supersonic          821/970     18% 

 
Accuracy: 

 5.56mm            3.9 MOA (8.1 in) @ 200 yds - 5 rds extreme spread. 
 300 BLK 220gr OTM (with 762-SDN-6)       0.64-1.20 MOA @ 100m - Avg. Mean Radius. 

 
POI Shift: 

 5.56mm with KAC                     ???? 
 300 BLK with 762-SDN-6                             1.3 MOA at 100 meters supersonic, 2.4 subsonic. 

 
Barrel life: 

 5.56mm  9000 rds 
 300 BLK  30,000 rds (Estimated, testing ongoing)	
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Concept	
  MP5/MP7	
  replacement	
  “Honey	
  Badger”	
  Low-­‐Visibility	
  Carbine.	
  
	
  

A	
  weapon	
  as	
  short	
  as	
  possible	
  that	
  is	
  as	
  quiet	
  as	
  an	
  MP5-­‐SD	
  but	
  with	
  3x	
  the	
  range,	
  
more	
  penetraDon,	
  and	
  bejer	
  terminal	
  effects	
  than	
  an	
  MP7.	
  It	
  is	
  effecDve	
  for	
  CQB	
  but	
  
has	
  the	
  ability	
  to	
  take	
  the	
  fight	
  down	
  the	
  street	
  if	
  needed.	
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CARTRIDGE	
  VARIATIONS	
  

•  115	
  UMC	
  OTM–	
  General	
  Purpose	
  
•  125	
  OTM	
  –	
  Match	
  
•  220	
  Subsonic	
  –	
  Low	
  Sound	
  Signature	
  
•  125	
  AccuTip	
  –	
  HunDng/LE/self	
  defense	
  
•  SAAMI	
  Proof	
  –	
  ProducDon	
  TesDng	
  
•  SAAMI	
  Reference	
  –	
  For	
  ammo	
  developers	
  
•  Dummy	
  –	
  AcDon	
  Proving	
  

	
  	
  
Remington	
  introduced	
  this	
  new	
  cartridge	
  to	
  SAAMI	
  in	
  June	
  2010	
  and	
  it	
  was	
  approved	
  in	
  January	
  2011.	
  It	
  is	
  
officially	
  called	
  300	
  AAC	
  BLACKOUT	
  (also	
  300	
  BLK).	
  	
  The	
  metric	
  designaDon	
  is	
  7.62x35mm.	
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Proof	
  Loads	
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HunDng	
  /	
  LE	
  /	
  Self	
  Defense	
  ammo	
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Match	
  Ammo	
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Model	
  7	
  Rifle	
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Handi	
  Rifle	
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AR	
  Uppers	
  and	
  Rifles	
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MILITARY	
  PACKAGING,	
  available	
  op^on	
  

•  M2A1	
  metal	
  cans	
  hold	
  800	
  rounds.	
  	
  
•  Two	
  cans	
  per	
  metal-­‐bound	
  plywood	
  crate.	
  
•  36	
  Crates	
  per	
  pallet.	
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9	
  INCH	
  300	
  BLK	
  BALLISTICS	
  

@ Muzzle:  5.56mm, M855    2558 ft/s, 901 ft-lb 

   300 BLK, 125gr OTM   2000 ft/s, 1109 ft-lb (23% over 5.56mm) 

7.62x39mm, 123 gr*   2022 ft/s. 1117 ft-lb 

6.8 SPC, Hornady TAP 110*  2157 ft/s. 1136 ft-lb 

 
* http://xcrforum.com/index.php?topic=6226.0 
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16	
  INCH	
  300	
  BLK	
  BALLISTICS	
  

@ Muzzle:   

 5.56mm M855     2938 ft/s, 1188 ft-lb 
7.62x39mm Win, 123 gr SP    2245 ft/s, 1377 ft-lb  
300 BLK, 125 gr OTM     2230 ft/s, 1380 ft-lb (16% over 5.56mm) 
Remington 6.8mm SPC, 115v gr MC   2400 ft/s. 1471 ft-lb  
6.8 SPC, Hornady TAP 110    2540 ft/s, 1576 ft-lb	
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Predicted	
  velocity	
  vs	
  barrel	
  length	
  for	
  110	
  grain	
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123	
  grain	
  AK-­‐style	
  bullet	
  vs	
  125	
  grain	
  300	
  BLK	
  bullet	
  
300	
  AAC	
  BLACKOUT	
  bullet	
  has	
  less	
  drag	
  and	
  fills	
  out	
  AR	
  magazine	
  for	
  opDmal	
  feeding	
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•  9 inch, 1:8 twist 

•  4150 CMV, meets 11595E mil-spec for composition. 

•  Utilizes Standard M4 Barrel Extension 

•  High-Reliability Chamber  

•  Proprietary Nitride (QPQ) Surface Conversion Process on Barrel/Extension Assembly 
–  60% longer barrel life than chrome plating 

–  Improved Corrosion Resistance  

–  Lower Coefficient of Friction 

–  Lower potential accuracy issues like hard chrome due to coating thickness variation. 

BARREL	
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COMPARATIVE SOUND SIGNATURES (DRY)	
  

300 BLK 9” AR, 220gr @965 ft/s   125 dB Titan-QD  

                    128 dB 762-SDN-6  

           

 

 

 

MP5-SD w/ HK Silencer       126 dB  

M4 w/ KAC SOPMOD Silencer    138 dB 

Mk23                 139 dB 
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Over	
  40	
  companies	
  -­‐	
  3rd	
  Party	
  product	
  support.	
  Dies,	
  ammo,	
  tools,	
  
gauges,	
  barrels,	
  	
  and	
  BulletFlight	
  Computer	
  for	
  iPhone	
  and	
  Android,	
  
among	
  others.	
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1.5-­‐5x,	
  front	
  focal	
  plane	
  
	
  
	
  
	
  
	
  
	
  
	
  
	
  
	
  
	
  
	
  
Bullet	
  drop	
  reference	
  for	
  subsonic	
  and	
  supersonic	
  loads.	
  

Leupold	
  Custom	
  Scope/ReDcle	
  with	
  FFP	
  OpDcs	
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STATUS	
  AND	
  NEXT	
  STEPS	
  

•  AR uppers and barrels are shipping from AAC. Bushmaster and DPMS have announced products. 
•  Over 40 other companies have announced products. 
•  Remington subsonic and full power ammo is shipping without shortages. 
•  Affordable UMC ($12.99 MSRP per box) ammo November 2011. 

•  For questions, interview, product samples, or more photos – please contact robert@advanced-armament.com - 781 319 0541 
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