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GUNNERS MOUNT #

Bolt Down Points

Steel Bushing

Charging Handle Cut / Latch change outs

Brownell M4 Front Sight Block / Gunners Puck Pocket Cut

Label

Pistol Mount points/ Fixed or with Swivel for 360 rotation

AR Magazine mount points / Fixed or with Swivel for 360 rotation
Mount Points for Receiver Alignment Block

Mount Points (4) per set multiple locations



GUNNER’S MOUNT ¢

Parts Pockets

Mount Points (4) per set
Multiple Locations

Bolt

Charging Handle Cut Brownell M4 Front Sight Block
Latch Change Outs Steel Bushing & Gunners Puck Cut
AR Magazine Mount Points Mount Points for
Fixed or with Swivel for 360 rotation Receiver Alignment Block
AR Magazine . . . .
Repair Cut Pistol Mount points/ Fixed or with

Swivel for 360 rotation



GUNNER’S MOUNT @

Gunner’s Mount with Charging Handle
Mounted for Latch Change out



GUNNER’S MOUNT @

Gunner’s Mount With
Brownell M4 Front Sight Block



GUNNER’S MOUNT @

Gunner’s Mount With AR15 Magazine Post
Mounted on Large swivel for 360 rotation
Magazine Post can be mounted direct



GUNNER’S MOUNT @

Gunner’s Mount With AR15/22 Magazine Post
Mounted on Large swivel for 360 rotation
Magazine Post can be mounted direct



GUNNER’S MOUNT @

Gunner’s Mount With AR Lower Receiver
Mounted Using Large swivel for 360 rotation.
Magazine Post can also be mounted direct without swivel.
Use to assist with Lower Receiver Assembly



GUNNER’S MOUNT @

Gunner’s Mount with AR Lower Receiver inverted
Using Large swivel for 360 rotation.

Magazine Post can also be mounted direct without swivel.

Use to assist with Lower Receiver Assembly



GUNNER’S MOUNT @
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Gunner’s Mount with AR mounted for cleaning



GUNNER’S MOUNT @

Lower Receiver Block

mounts on the Gunner’s Mount.
Securely holds the lower with pivot
and takedown pins.



GUNNER’S MOUNT @

Lower Receiver Block

mounted on the Gunner’s Mount.
Securely holds the lower with pivot
and takedown pins.




GUNNER’S MOUNT @

Receiver Alignment Block

Receiver Alignment Block

l AR Lower mounted on Lower Receiver Block
and held by Receiver Alignment Block
Keeps receiver extension in a 12-6 line up
when taking up on castle nut and hold
securely and safely when breaking fit.



GUNNER’S MOUNT @

Cut for HK 416 retention pin

Pins keep dust cover our flat

Cut for removal of fwd assist retention pin

Upper Receiver Block mounts on the Gunner’s Mount.
Securely holds the upper receiver with ball de-tent pins.
Use to mount optics, repair dust covers. Fwd assist repairs



Upper receiver mounted on Upper receiver Block




GUNNER’S MOUNT @
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Upper Receiver mounted on Upper Receiver Block
Securely holds the upper receiver with ball de-tent pins.
Dust cover out and removal of fwd assist retention pin



GUNNER’S MOUNT @

Gunner’s mount with small swivel and pistol post

1911 on Gunner’s Mount using small swivel and
pistol post full 360 rotation

HK on Gunner’s Mount without small swivel
pistol post fixed



GUNNER’S MOUNT @



GUNNER’S MOUNT @



